
9000 SERIES ADJUSTABLE ARM DOOR CLOSER

Door closers contribute to privacy,
draught prevention and heat saving, but
perhaps more importantly, they check 
the spread of fire and smoke - 
their reliability is vital.

All of Jebron’s door closers are designed
with this in mind.

An excellent series of multi-application,
architectural overhead door closers
available in two stylish designs and
complete range of finishes

9070 Dual Power
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EN 1155:1997 + A1:2002



9000 SERIES ADJUSTABLE ARM DOOR CLOSER

Construction

• The extruded aluminium body provides the basis for excellent roundness in the bore of the closer for longer life, 

high efficiency and reliability

• Stainless steel and steel precision manufactured internal components

Range

The 9000 range includes models with:

• Closing speed control

• Latch speed control

• Adjustable backcheck

• Adjustable delayed action

• Power size selectable (by fitting)

• Power size adjustable

• Hold open arm

• Slide arm

• Electro-hydraulic hold open and free swing

standard delayed action backcheck backcheck & delayed action

size 3/4 selectable

universal adjustable arm 9800 - 9830 -

hold open arm 9802 - 9832 -

e-mag (hold open/swing free) 9870 - - -

size 2-5 adjustable

universal adjustable arm 9900 9910 9930 9940

Standards

• All Jebron 9000 series door closers successfully conform to BS EN 1154.

• All Jebron 9000 series electro-magnetic door closers successfully conform to BS EN 1155.

• All Jebron 9000 series door closers are ‘CERTIFIRE’ approved, Certifire Ref:114

Special Features

• Cam and roller mechanism

• High efficiency

• Easy opening and good holing forces, especially suitable for schools, nurseries, hospitals and nursing homes

• Complete range under one (slimline) low projection cover for perfect suiting

• Adjustable arm for easy fitting




